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5.6.3 Shipments of Fluorescent Lamp Ballasts

Standard Magnetic Type (1) Electronic Type Total

Quantity Value Quantity Value Quantity Value Electronic Type as a %

Year (million) ($million) (million) ($million) (million) ($million) of Total Units Shipped

1985 70.1 398.9 N.A N.A. 70.1 398.9 N.A.

1986 69.4 396.1 0.4 11.8 69.8 407.9 1%

1988 74.6 450.9 1.1 25.5 75.7 476.4 1%

1990 78.4 546.3 3.0 69.3 81.4 615.6 4%

1992 83.7 537.7 13.3 274.6 97.0 812.3 14%

1994 83.5 550.0 24.6 390.8 108.1 940.7 23%

1996 67.0 457.8 30.3 451.4 97.3 909.2 31%

1998 63.9 401.4 39.8 512.8 103.7 914.3 38%

2000 55.4 343.0 49.3 555.5 104.8 898.5 47%

2002 40.7 263.3 53.8 573.1 94.5 836.4 57%

2004 30.5 218.4 59.2 579.4 89.7 797.8 66%

2005 22.2 175.1 61.3 594.6 83.5 769.8 73%

Note(s):

Source(s):

1) Standard magnetic type includes uncorrected and corrected power-factor type ballasts.

DOC Current Industrial Reports: Fluorescent Lamp Ballasts, MQ335C(05)-5, July 2006 for 2000-2005; DOC, Current Industrial Reports: Fluorescent Lamp 

Ballasts MQ36C(99)-5, July 2000, Table 1 for 1990-1999; and DOC, Current Industrial Reports: Fluorescent Lamp Ballasts, MQ36C(95), 1996, Table 1 for 1985-

1989.


